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DD OB1KIT 



Shaved 40 



installation Manual a 
Operation Instructions 



Each Kit Contains The Following Components 



(1) Receiver 




(1) Emergency Switch 



(4} 1/4" x20x1 Mounting 
Bolts/Muts/Washers 



(2) Wire Harne 



(2) 40-Pound Solenoids 

JSZL 




(2) Yellow Butt Connectors 



(2) Yellow 5/16" Ring Terminals 





O 



(2) Nylon Cables 

f 



(2) #10 Blue Rings 



{4) Cable Crimps 




functions can be controlled with the SPAL four-button remote control. The addii 




J 



channels can be used to ope 
releases, control linear 



Channels 1 and 2 are Positive outputs. Chann 
PJease refer to the diagrams on page 7 of this 
reverse polarity diagrams. 





3 through 7 are all negative outputs. 



ction manual for positive, 



"Proper wiring is critical to tfie correct operation of this product. Make sure all wires 
are property connected, properly grounded, free of potential damage, and are correctly 



Operation Section 



Basic Function of the SPA L Shaved Door Kit 

The remote Dontrol supplied with your kit has four buttons, but is capable of con 

7 channels. 

Channel 1 : Op ens d rivers d oor 

Channel t Opens pas s e nq er d oor 

Channel 3: 
Channel 4: 

Chanel 5: Wk Optional negative outputs (250 mllliampere) 

Chamel 6: | "AddWonal relays are required for each charmer 



Basic Functions Of The Remote Control 





To Operate: 
Channel 1 
Channel 2 
Channel 3 
Channel 4 
Channel 5 
Channel 6 
Channel 7 



Press: 

Button 1 

Button 2 

Button 3 

Button 4 
Button 1 + Button 2 
Button 1 + Button 3 
Button 1 + Button 4 



Programming Section 



Reprqgramming the Re mote Transmitte rs: 

**This Shaved Door kit can accept up to 4 SPAL remote transmitters (Part#MULTI- 
RCU7TX)** 

The remote transmitters are shipped Pre -Prog rammed. In the event that a remote 
transmitter loses the programmed code, or if you wish to add more remote transmit- 
ters, follow these instructions: 
' Make sure ignition is OFF. 

' Locate the programming button located on the side of the receiver, next to the LED. 

■ Press the programming button 3 times quickly (The LED will light), 

■ Press Button (1) on each transi 
There is a 30 second window 

■ The LEO will remain lit for 
been recognized. 

if the LED to go out 

tch/ Jumper Settings: 

witches should be in the off position, if switches are 
ur to attached components. 





To avoid damage to attached components, 
the jumpers must remain in the factory setting. 
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DIP SWITCHES 



Mounting / Wiring Section 



• The solenoids provided in the SHAVED40 kit can be mounted horizontally or 
vertically (with the plunger UP) tc- the door with the provided hardware. 

* Attach the solenoid to the door latch with the supplied cable and cable crimp. 
-Loop the cable through the solenoid and the door latch and crimp tne two ends 
together with the cable crimp. 



DOOR LATCH 
MECHANISM ARM 




white wire of the Passenger Door Solenoid to the Yellow wii 
gauge/channel 2, from spade connector harness) of the receiver 
• Connect the remaining black wire of the solenoid to a ground located 01 

vehicle body, (The door is not a proper grounding source!) 
. mechanical backup switch should be utilized in the case of power failure. (See the 




Mounting / Wiring Section 



Receiver Mounting and Wiring: 

"The receiver must be mounted inside the vehicle to avoid moisture** 
***Do not pfug in the receiver module until all the wiring is complete!*" 
***Do Not Ground the Antenna!*** 



ANTENNft 




LED 

PROGRAMMING 8UTTOH 
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Molex Connector 


Spad 


i Connectors 


Pin if 


Wire Color 


Circuit 


Wire Color 


Circuit 


1 


Black 


Ground 


Violet 


Not Used 


2 


Not Used 


Not Used 


Orange 


Not used 


3 


Purple 


Channel 7 


Red 


Positive 12 VDC 


4 


Blue 


Channel 5 


Brown 


Channel 1 


5 


Oranqe 


Channel 3 


Yellow 


Channel 2 


6 


Red 


Positive 1 2 VDC 






7 


Yellow 


Ignition 






8 


Not Used 


Mot Used 






9 




Channel 6 






10 | Brown Channel 4 
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Connecting the YELLOW (ignition) wire will disable Channels 1-4 while the ignition kev 



The unit will stop operating for 30 seconds if any combination of the Remote Control 
Buttons 1 and/or 2 are pressed eight (8) times in 30 seconds. After 30 seconds the unit 
will automatically reset to standard operating mode. 



Optional Wiring Section 



Emergency/Backup Switch (included In kit): 

It is strongly recommended that an emergency/backup switch be mounted outside the 
vehicle in the case of lost ttwsmitters or keys locked In the vehicle. 
**A mechanical backup swttch is available. (Part#: HR-ENTRY)** 



35 Amp Fuse 



EMERGENCY 
SWITCH 




To Brown or Yellow 

Wire from Spade Connector 

Harness of Receiver 



Item to be 
Activated 



Description 
of Function 



Relay Type # of Relays Diagram 
Required 



1 Power window motor 



Move window up & down 



SPDT 



Reverse 



1 Power window motor 
Linear actuator 
Solenoid 
Trunk Release 
Door lock actuator 



Move window ore direction 



SPDT 



Reverse 



Move In & out 
Activate Solenoid 
Open the Trunk 
Lock & unlock 



SPOT 



Reverse 



SPST 
SPST 



Positive or 
Positive or 
Reverse 



Negative 
Negative 




Optional Wiring Diagrams 



Positive Output 




Negative Output 



CBOUNO 



Qui put Fram Ftt-ccivt'rr 



4 



3 



6JA 


+ 13VK 
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FUSE 






Si 








Reverse Polarity Output 




"in a reverse polarity system, a switch that rests at ground must be 



Motor 



Window 



FOR POWER WINDOWS TWO RELAYS MUST BE PLACED BETWEEN THE SWITCH AND THE 

I INDICATES WHERE THE WIRES I 




POORIKIT 



Shaved 40 



To order visit www.jaycorptech.com 

or call 866-JAY-CORP (529-2677) 
Limited Warranty Statement 

SPAL USA WARRANTY STATEMENT 

SPAL USA warrants this product to be free from defects in material and workmanship 
for a period of one (1) year from the date of sale to the original purchaser, and not more 
than two (2) years from the date of manufacture. SPAL USA will repair this product free 
of charge if, in the Judgment of SPAL USA, it has been proven defective within the war- 
ranty period. The product should be returned, at the customer expense, to the location 
of original purchase. This warranty does not cover any expenses incurred in the 
removal and/or reinstallation of the product I. \)Mr 

t damaged by Impro 
* abuse, improper line voltage, fire, flood, lightnin 
a product altered or repaired by anyone other than SPAL USA. 
This warranty is in lieu of other warranties, expressed or implied, including any implied 
warranty of merchantability. No person is authorized to assume for SPAL USA any 
other liability concerning the sale of this product. 



This 
dental 





IMPORTANT-KEEP YOUR INVOICE WITH THIS WARRANTY STATEMENT! 



SPAL USA, 512 Turtle Street, Des Moines, IA 50309-461 8 
info@spalusa.com, www.spai-usa.com 
Main/Sales; 300-345-0327, Sales: 888-SPAL-USA 

Tech Support Line: 800-454-7725 
8 



